Given the steady increase in use of alternative energy sources to supply part of the energy demand of the world, and considering that Mexico has enough wind resources to produce all the electricity required by the country, in this work, it is carried out the development of a system of wind resource assessment to determine the volume of water that a windmill pumping system can provide in a specific area. To this end, it has developed a computer program for wind resource assessment by measurements of wind speed, direction, temperature, barometric pressure and relative humidity. Measuring equipments were mounted in a wind measurement tower of 10 m high, within the premises of the University of Quintana Roo which is located along the coast. Until this day, there are records over a period of five months of the variables of wind speed, wind direction, temperature, relative humidity and atmospheric pressure. These variables were used for statistical calculations using the Weibull distributions. To give a better use of the calculated data, they were applied to the evaluation of a Pumping System.
potential, the section is trying to use computer programming in order to obtain a standard methodology that can be applied to rural areas in which the wind energy is considered a potential source to generate mechanical energy to use in pumping systems or electricity generation.
It is necessary to know the wind characteristics to predict the amount of energy that can be extracted by any wind energy converter system as well as proving the feasibility of the system in order to use the wind potential. Monthly and Annual wind distributions can be calculated and plotted from the wind speed data, since they depend on knowing how much energy can be extracted and in what period of time due to the wind aleatory characteristics. It is also necessary to analyze the aerodynamic theories of wind rotors and the pumping machines performances to match them to a wind powered pumping system and achieve to extract the maximum power from the wind in a particular place.
Measuring Techniques
The energy yield of a wind turbine can be predicted with statistically validated values of mean wind speed, wind speed distribution and the vertical wind profile. Statistically reliable values required measurements at long periods of time. It is necessary the specification of a reliable value for the long-term mean annual wind speed, for this is required the mean value taken over at least ten years. Measurements taken by oneself over a period of only a few months with simple equipment are not suitable for this purpose.
Wind measurement over a relatively short period of time, for instance one year, offers the possibility of comparing these values with the long-term data measured within the same period of time at the closest location at which the long-term mean value is known. This permits the verification of whether and to what extent the local value deviates from the value ascertained for the larger area.
The wind speed is plotted against time, indications as to the turbulence intensity can be derived from the wind variations. From the point of view of the prudently planning operator, wind measurements having this objective make sense and may even be necessary.
The measurements of wind velocity requires of transducers to convert an electric signal in a velocity reading. These devices are mounted on top of or on side arms of a mast or a tower (Figure 1 ). The mast height depends on the requirements to be met. If only a comparison with the data in the wind maps is intended, then the standard measuring elevation of 10 m is enough. If there are too many uncertainties concerning to wind shear, it is necessary to build the wind measuring mast as high as the rotor hub height. However, a wind measuring mast with a height equal to or greater than fifty meters represents a cost factor.
In the past, mechanical anemographs were used which plotted wind speed and direction on a paper strip. Mean values were determined with the help of a plotting rule.
Nowadays, electronic recorders are used almost exclusively where the measured data is stored on tape or in a chip. This provides for immediate data evaluation by computer. 
Parameters k and c
It is quite logical to look for mathematical functions that approach the frequency and duration curves as closely as possible, as a tool to predict the output of windmills later on. In this respect much attention has been given to the Weibull distribution [1] , since it is a good match with the experimental data. The Weibull distribution is characterized by two parameters: the Shape Parameter k (dimensionless) and the Scale Parameter c (m/s). The Weibull distribution uses two functions: The Cumulative Distribution Function F(V), indicating the time fraction or probability that the wind speed V is smaller than or equal to a given wind speed V', Equation (1) .
The Probability Density Function, represented in this case by the velocity frequency curve given by Equation (2).
( )
The average wind speed can be expressed as a function of c and k or vice versa; c is a function of � and k. The integral found cannot be solved, however, it can be reduced to a standard integral, the so-called gamma function. 
F(V) and f(V) yields Equation (5) and Equation (6).
the reduced wind velocity and represented it by X result Equation (7) and Equation (8) .
Estimation of Weibull Parameters from Given Data
The Weibull distribution shows its usefulness when the wind data of one reference place are being used to predict the wind regime in the surrounding of that place. There are some methods to extract the Weibull parameters k and c from a given set of data 
Wind Rotor Performance
The The radius of the rotor must be calculated with the required energy output E in a year (or in a critical month) given the average local wind speed and its distribution. An approximation for water pumping windmills is given by:
In that way, the energy output E and the radius for a month or for a year can be estimated. The choices of λ d and B are more or less related as the guidelines in Table 1 suggest.
The type of load determine λ d : water pumping windmills driving piston pumps have 1 < λ d < 2 and electricity generating wind turbines usually have 4 < λ d < 10. Figure 10 shows the advantage of having a larger number of blades when the rotor has a low tip speed ratio. This is true for the rotors used by water pumping wind turbines. Note that when the lift to drag ratio is lower than 50, there is a decrease in the performance of the rotor when running at a tip speed ratio higher than 3. Accordingly, if one wishes to use wind rotors for water pumping which are easy to manufacture and cheap, one might be confined to using simple airfoils shape such as curved plate or flat plates, whose aerodynamics characteristics, this is to say L/D ratio, are low (CL/CD = 10 -30).
Traditionally single-acting lift pumps have been used in wind powered pumping systems and its characteristics have to be chosen based on the water output requirements at the site.
The design wind speed (V d ) of the system is the wind speed at which the overall efficiency reaches a maximum. This speed can be calculated by realizing that at each wind speed, the net power supplied by the rotor-pump combination must be equal to the hydraulic power to pump the water. Figure 10 . Influence of lift to drag ratio on the maximum power coefficient at each tip speed ratio for an infinite number of blades. Table 1 . Guidelines to choice a number of blades value depending on the tip speed ratio. 
The expression given by Equation (10) means that the design wind speed can be modified by changing the stroke of the pump or by installing another size pump. A change in water lifting head also changes the design wind speed. For a first estimation the average local wind speed can be selected as the design wind speed.
Wind Powered Pumping Systems
The availability of wind energy is highly variable and is likely to be intermittent. As a rule-of thumb, expect an average of 6 to 8 hours per day of water pumping at a rate specified for a wind velocity of 25 km/h. Hand pumping can be done on some windmill pumps in emergencies, but wind-powered pumping units should be used in conjunc-tion with storage facilities capable of meeting three or four days water demand as a back-up supply during periods of low wind.
If the windmill is used to generate electricity to power an electrically-powered pump, it will probably be necessary to store the electricity in batteries due to the variability in generation. Therefore, a pump powered by an electrical motor for use in conjunction with a windmill that generates electricity should have a Direct Current motor. For such systems, it is important to use good-quality deep-cycle batteries and to incorporate electrical controls such as blocking diodes and charge regulators to protect the batteries.
The positive-displacement cylinder pump is the most common type of pump used in pumping systems using wind turbines. These pumps are connected to a gear box before the wind turbine shaft, Figure 11 . The operation of these pumps can be improved with the addition of springs, cams and counterweights that alter the stroke cycle and off-set the weight of the drive rod.
The air-lift pump is an alternative to use the wind energy in pumping systems. The air-lift pump is a type of deep-well pump. This pump is used in dirty water and high viscosity fluids. This pump has no moving parts, other than an air compressor driven by the windmill, and the efficiency of the air compressor is an important factor in determining the overall efficiency of the pump. Compressed air is sent to the well to this boost water to a discharge pipe. It is possible to make water flow calculations for different wind speeds using Equation (11), which includes the volumetric efficiency. This expression can be reduced to Equation (13).
If a pump is coupled to a wind rotor at a given wind speed such that the mechanical power of the rotor is equal to the mechanical power exerted by the pump. This working point can be found by intersection of the rotor curve and the pump curve. Other expression to calculate the water output per day in a month or in a year period for a given average local wind speed and knowing the rotor diameter, the head and the pump-rotor system efficiency [4] is: 
It is possible to use Equation (14) to calculate the water output per day by varying the rotor diameter and using the average wind speed. The rotor-pump system efficiency value can be 12%, which is used for first estimations in wind powered pumping windmills [5] . EPF is the corresponding value to the wind regime (i.e., k value) for the month with the average wind speed. This month can be the critical month. For purposes of first estimations the EPF value is in accordance with a common wind regime (i.e., Rayleigh distribution k = 2; EPF = 1.91) [6] . Reducing the expression by using the above values and to obtain the water flow in litters per hours, Qpd in (l/hr) can be obtained for different rotor diameters and water lifting head by varying the average wind speed.
Results
To facilitate the judgment to what extent a given location might be suitable for the utilization of wind energy it is necessary to know the daily, monthly, annual wind pattern, as well as energy produced per month, per year. It is often important to know the number of hours that a windmill will run, then a velocity frequency histogram is obtained for the month of May (Figure 12 ) or the time fraction that a windmill produces more than given power. The result is the Duration Distribution.
If the histogram is approximated by a smooth curve through the value at the middle of each interval then a Duration Curve results ( Figure 13) . By studying the shape of this duration curve an idea is obtained about the kind of wind regime. The flatter the duration curve, i.e., the longer one specific wind speed persists, the more constant the wind regime is. The steeper the duration curve, more irregular the wind regime is.
By applying Equations (11) The efficient extraction of power from the wind is governed not only by the performance of the wind rotor but also the wind behaviour and the response of the entire system [7] - [9] , the load included, to variations in the wind speed ( Figure 15 ). The selection criteria is to select the month with the lower wind speed such a way that with any higher wind speed the system will meet the requirements of the place. For Equation (9) , the period T value must be equal to the number of hours contained in the critical month.
From Equations (11) - (14) and the duration distribution, it is possible to calculate the rate of water that a pump can rise in a height of 10 m, considering that the diameter of the windmill was 2 m. Table 2 shows the calculations for the power and volume of water per month. Table 2 shows that the most common wind velocities along the month of May were the low velocities, and the best power coefficients are for the high velocities. Although, the low velocities had had the better duration in the month, and the high velocities had 
Conclusions
The methodology used to analyze the wind data allows establishing a preliminary evaluation over the whole country. However, it depends on availability of wind data. It is therefore possible to know the possibility of eolian utilization performing a previous technical study in order to know the resource potential. With the results obtained, it is possible to compare the rotor geometric characteristics obtained for specific water consumption with other machines existing in the market in order to determine its feasibility.
The theoretical approach for the description of the performance of water pumping windmills could be a powerful tool for the selection and design of equipment, together with its use for making realistic estimates of a wind powered lift pump when coupled to a particular wind regime. Another advantage of this work is that it is possible to develop economic feasibility studies about the technology for aerial machine implementation in a given location. These studies must be based on exhaustive resource measurements, necessary to consolidate an eolian project.
